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Vo Tech i molosies
-48V Input 450W PS/2 Type DC/DC Kot Swap Redundant Power Supply

Features ! Application

AT or AT cutput a5 optional Tekecommunication

Prewices VP OLP prolection nvircamenl

Fromdes Th for +5Y 58 Remaote control unit

Ordering Guide

VTCO112

-48VDC input P52 fype hof swap redundant PSL
VTCO0111

-4EVIDC input P42 fype hof swap ATX redundant PEU

Ower Voltage Protection
Cwer Load Protection
MTEBF

+Safety Approval
~Tempaerature'Humidity

vDimension (WxDxH)

Specifications
= Voltage [DC -40 to -56VDC
Current BA
+5V 433V +12v | 5V A2V
Max. Load 304 144 | 14A 058 0.54
Min.Load 3A ©OA 1A  0A DA
Max. Watt. | 2200 _ 10w _
~DC Qutput | Load Reg, | +-5%  +-5% +-5% +/-10% +-10%
Cross Reg. |+/-5% +1-5% +1-5% +/-10% +-10%
Line Reg.  +-1% +-1% +-1% +-1% +-1%
Ripple | #E1% H-1% A1 1% 1%
Molse A% M%) w1 S22 2%
+Efficiency = T5% at full load
~Holdup Time | 18ms. at full load |
o iHi-Pot Test 1.5KNRMS, G0sec. from i'p to ground

| 3OKVRMS, G0sec. fom iip to ofp |
+5W; 5.6V ~6.5V +12V: 12 6V ~15.6V

| Total oip 130% ~150%

= 167.000 hrs

UL, CUL, TUW, CE

Operating ; 10 ~50°C, 20 ~80%RH
Storage : -20 ~60°C, § ~85%RH

1500140586 mim | 5.9°%5.5"3.4" (RDD) |
1501 7586 mm [ 5.8"06 9% 3 4" (RDDX)




