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T0W Open-Frame +24V or +12V OC to DC Power Supply

Specifications
Voltage DC 18V to 30V for 24V DC input
“Input | DC 10V to 18Y for 12V DC input
| Current 45
|+EY 12V -5V -2y
Max. Load  TA | 2.5A 0.3A 0.34
Min. Load 38 | 18 08, 0a
Load Reg. +i-5% +i-5% +H-10%  +-10%
DCOURUL s Reg.  415%  +15%  410% | +-10%
Line Reg. +i-1% +-1%% _+1'-1% | +-1%%
Ripple +-1% | +-1% +-1% +-1%
Moise 1% A% | H2W R
Efficiency = 75% at full lead
+Holdup Time | 1Bms. at full load
Hi-Pat Test 1 5KVRMS, B0zec, from ilp to ground

Ower Voltage Protection
+Ower Load Protection
~MTBF

+Safety Approval

»Temperature/Humidity

~Dimension (WxDxH)

3.0KVREME, 60sec, from Up to olp

| HBVE 5.6V ~6.5V/ H12V: 12,6V ~15.6Y

Total ofp 120% ~150%

> 750,000 hre

UL, CUL, TUV, CE

Operating - 10 ~50°C, 20 ~50%RH

Storage :-20 ~60°C, 5 ~85%RH

80,601 2750 mm {325 %2"

—

Vo< Techmolosies

VTCO0130 /s a well designed PC PSU for thoss
application of equipment for boat, mobile and
truck. Without the possibility of fan fall, it can be
mare stable and reliable than ofhers.

Features Application
I cutput WA Compact Chassis
Olpen frames design o save space Equipment
Provides VP OLP protection Pangl FC
Ordering Guide

VTCO0130

Cpen frame 24V DCADC converter

VTC0114

Cpen frame {2V DCOC convarter




