




Just unscrew two tool-free screws, 
you can take off the top cover of the 
PRC-4184 to maintain the system.

PRC-4184 enhances the drive bracket
to integrate up to three 5.25" and one
3.5" disk drives within a limited space.

Equipped with two 12cm dual ball
bearing fans, PRC-4184 provides the
best ventilation up to 208CFM to
expire heat from the system.

PRC-4184 reserves the largest space
for the full-sized SBC to support up to
12 cards.

PRC-4184 is equipped with one PS/2
type keyboard connector inside the front
panel to have a better security control.

The washable fan filter can be easily
taken off to make an easier maintenance.

The Best Cost-Performance 19" 4U Height Pentium® III
Processor Based Rack-mount Computer



Real Rugged SBC with Flash Disk Bank, Based on the
Pentium® III  Processor

Full 330W Single PS/2 AT Power
Supply with Auto-range Input 14-Slot(4xPCI) PICMG Backplane

MAIL ROOM: If the person above is no longer with

your organization, please route to Technical Director

◆ Full 330W output design
◆ Auto-range AC input
◆ Provide OVP/OCP/SCP protection
◆ All safety approvals

◆ 3rd generation design of PICMG-backplane
◆ 2 PICMG slots for adjusting the position of SBC
◆ Support 9 ISA slots for the legend bus application
◆ Support both ATX and P8/P9 connectors for different types of PSU

◆ Intel® Pentium® III processors up to 800MHz
◆ Support Intel® 440BX AGPset up to 512MB (max.) of  

SDRAM with 100MHz memory bus and ECC function
◆ Adopt flush mounted Slot 1 CPU architecture to make the 

board more rugged
◆ 256/512KB PBSRAM bulit-in L2 cache inside the module 

with a Pentium III processor
◆ Built-in RTC and configurable WDT

◆ Reserve three DiskOnChip sockets to form a flash disk 
bank

◆ PC '97, PCI V2.1 and PICMG 2.0 industrial standard compliant
◆ Support Wake-On-LAN and Modem-Ring-On
◆ Support real H/W Y2K compliant RTC
◆ Support ISA high driving capability and ATX power control
◆ Dimension: 339(L) x 122(W) mm / 6-layer PCB

Features


